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LOW VF SCHOTTKY DIODE MODULE TYPE 75A

Features
High Surge Capability

$RLMIC

75Amp Rectifier

45Volts
Maximum Ratings
Operating Temperature: -40 C to +100°C DO-5
Storage Temperature: -40°C to +150 °C — v )]
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Electrical Characteristics @ 25 C Unless Otherwise Specified

Average Forward
Current (Per pkg)
Peak Forward Surge
Current

[Fav) 75A TC=100 °C 1.5tandard Polarity Stud is Cathode

2Reverse Polarity: Stud is Anode

1000A

IFsm 8.3ms, half sine

Maximum

Instantaneous Ve 060V |IFM=75 A; TJ=25C Inches Millimeters

DIM

Forward Voltage Min

1/4 —28 UNF

Maximum

Instantaneous 30mA| TJ=25C

Reverse Current At Ir

Rated DC Blocking

150mA | TJ =100°C

Voltage

Maximum Thermal

0236 | 600 |

Resistance Junction

Rejc [050°C/W

To Case
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0.140 3.56

NOTE :
(1) Pulse Test: Pulse Width 300 ¢ sec. Duty Cycle< 2%
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MBR7545(R)L

Figure .1- Typical Forward Characteristics

Figure .2- Forward Derating Curve

Single Phase, Half Wave

60Hz Resistivie or Inductive Load
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Figure.3-Peak Forward Surge Current S
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Figure .4- Typical Reverse Characteristics

Tj=100TC

0 10 20 30 40

50 60 70 80 90 100

Vo Its

Reverse Voltage - Volts(%)

)

2 MIG

Semic Trade, s.ro., Volutova 2521/18, 158 00 Praha 5
Telephone: +420 251 625 331, 251625332, 251625 377

GSM: +420 605 999 994 Fax:+420 251 626

252, 251626 393

f |  www.semic.cz
| l semic@semic.cz



	DO-5-Lv-MBR7545( R )-1
	DO-5-Lv-MBR7545( R )-2



