X1-Class Film Capacitor, TYPE MEX-X1

MEX-X1 ...

(MAIN INTERFERENCE SUPPRESSION CAPACITORS)
1. Class "X1", VDE SEV NEMKO DEMKO SEMKO FIMKO :
DIN EN 132 400(1994) / |[EC 384-14(1993) AND IEC DRAFT 40 (SEC) 877
UL 1414(250VAC), CAN/CSA-C22.2 NO.1-84(250VAC)
2. Ideal for using in Line-By-Pass, Antenna Coupling, Across-The-Line and Spark killer circuits and
available for EMI filter and switching power supply and radio-and-monitor, television application.
. Flame retardent plastic'cases and epoxy resin. (compliance with UL 94V-0)
. Self-healing properties.

. Proven series wound construction.
. Approved by : VDE, SEV, NEMKO, DEMKO, SEMKO, ULC / CUL
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Specifications

-40 ~ +100°C
300VAC
0.0047 ~ 47 uF
Applied 1290VDC for 1 minute or 4000VDC for 1 second
+20%(M), +10%(K), +5%(J)

Measured after a charging voltage 100+15VDC for 1 minute i
(1) Less than or equal to 0.33uF = 30,000MQ
(2) Greater than 0.33uF =10,000MQ2 « uF i

0.1% maximum at 1KHZ
250VAC: 120V/microsecond fe

13.0 11.0 5.0 10.0 0.6 g 0.8
13.0 11.0 5.0 10.0 0.6 26.5 16.5 7.0 22.5 0.8
13.0 11.0 50 10.0 0.6 26.5 17.0 8.5 22.5 0.8
13.0 11.0 5.0 10.0 06 26.5 17.0 8.5 225 0.8
13.0 11.0 5.0 10.0 0.6 26.5 20.0 10.0 225 0.8
13.0 11.0 5.0 10.0 06 26.5 20.0 10.0 225 0.8
13.0 11.0 5.0 10.0 0.6 32.0 20.0 11.0 27.5 0.8
13.0 11.0 6.0 10.0 0.6 32.0 20.0 11.0 275 0.8
13.0 11.0 6.0 10.0 0.6 32.0 20.0 11.0 27.5 0.8
13.0 11.0 6.0 10.0 0.6 32.0 22.0 11.0 27.5 0.8
18.0 11.0 5.0 15.0 0.8 32.0 22.0 13.0 27.5 0.8
18.0 11.0 5.0 15.0 0.8 32.0 25.0 13.0 275 0.8
18.0 11.0 5.0 15.0 0.8 37.0 25.0 14.0 3.5 0.8
18.0 12.0 6.0 15.0 0.8 37.0 25.0 135 3.5 0.8
18.0 12.0 6.0 15.0 0.8 37.0 26.5 15.0 31.5 0.8
18.0 120 6.0 15.0 038 . 37.0 28.5 19.0 215 0.8
18.0 13.5 6.0 15.0 0.8 37.0 28.5 19.0 31.5 0.8
18.0 14.5 8.5 15.0 0.8 37.0 29.0 19.0 3.5 0.8
18.0 145 85 15.0 0.8 39.0 32.0 220 31.5 0.8
26.5 15.0 6.0 25 0.8 51.0 30.5 200 44.5 0.8
265 16.5 7.0 225 0.8 51.0 32.5 220 445 08

Please contact us for special item or size not listed.




