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Negative temperature coefficient (NTC) thermistor

B MF73TATDSRAEINTCHABHERIRZS)
MF73T High-power NTC Thermistor series

@ #55 Characteristics
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© Small size, strong power and strong capability of surge current protection .

© Big material constant (B value },small remain resistance .
£ Large steady state current ,longevity of service, high reliability .

© Convenient for PCB installing , integral series, extensive operating range @ AL Approval
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© High power switch power , Power conversion ,UPS power .

© High power battery charger, electric vehicle battery charger .
© High power LED light ,high power electronic energy saving lamps and other lighting lamps .
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MF73T High-power NTC Thermistor series

FiERF 3 @5 o8 ®10 ®13 @15 ®20 ®25 ©30 ®35 @40
4h%E (Dmax) 45 7.0 11.0 13.0 15.5 17.5 225 29 35 40 45
[WE (Tmax) 45 5 55 5.5 6 6 7 8 10 12 12
@8 (F+1/1.5(d30kLE) 25 25 75 75 75 75 10.0 10.0 18 18 18
3|4 HZ (d+0.05) 0.45 0.45 0.8 08 0.8 0.8 1.0 1.0 16 2.0 20(286)
BlEARE (L) min 25 25 25 25 25 25 25 25 25 25 25
B£R4EHE (L1) min / / 17 17 17 17 17 17 ! / !
WG| SRR BE(N)[HEE () |AS (L) [AT (1) [AZ 00 AS () |[BS(N) | EmE(N) | HmE(n) | B (0)|"E(N)
Reqular load Shape straight | straight inside kink | inside kink | inside kink| inside kink | straight straight
Er EET 2 / S (Mo (s (0 | ()| M (N[ () |shap ()| Streioht | straight | straight
| Special load Shape straight | straight | straight straight _|outside kinkjoutside kink
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MF73T High-power NTC Thermistor series

® FERARSH Main Technical parameters
I {FiEEWorking temperature: D3-D5: -40~+150°C, D8-D10: -40~+170°C. D13-D40. -40~+200°C

20 Fios £.20% M EE b Fx btk BRE R EEN BAEEhE BAHBEEER
Part No. (0 ) TH‘EFT?H;:'B* Max Stslamr Sql?aﬁ Current Approx.ﬂﬁ of ltng].(:urlsm Ma; naaat:? mver Max surge capacitance
MF73T ®) max max (p Fi240V/AC
E{EHEZ: ©8mm
MF73T-1 47115 47 3200 1.5 1.172 150
MF73T-1 50/1.5 50 3200 15 1.174 150
MF73T-1 60/1.2 60 3200 1.2 1.784 150
MF73T-1 80/1.2 80 3200 1.2 1.825 150
MF73T-1 120M1.2 120 3200 1.2 2.007 28 150
MF73T-1 200/0.8 200 3400 0.8 4152 100
MF73T-1 220/0.8 220 3400 0.8 4.227 100
MF73T-1 400/0.5 400 3600 05 9.956 100
AFEHE. ©10mm
MF73T-1 0.7/8 0.7 2600 8 0.041 470
MF73T-1 1/7 1 2600 7 0.062 470
MF73T-1 1.3/7 1.3 2600 7 0.07 470
MF73T-1 1.5/7 1.8 2600 7 0.072 470
MF73T-1 2/6 2 2600 6 0.073 470
. MF73T-1 2.5/6 25 2600 5] 0.075 470
MF73T-1 3/6 3 2600 5] 0.0B0 470
MF73T-1 4/5 4 2600 5 0.080 470
. MF73T-1 5/ 5 2800 5 0.100 470
MF73T-1 &/5 & 2800 5 0.120 470
MF73T-1 7/4 7 2800 4 0.144 470
MF73T-1 8/4 8 2800 4 0.155 470
MF73T—1 10/4 10 2800 a 0.175 28 470
MF73T-1 12/4 12 2800 4 0.152 470
MF73T-1 15/3 15 2800 3 0.230 330
MF73T-1 16/3 16 2800 3 0.250 330
MF73T-1 20/3 20 3000 3 0.270 330
MF73T-1 22/3 22 3000 3 0.285 330
MF73T-1 25/2.5 25 3000 25 0.310 330
MF73T-1 30/2.5 30 3000 25 0.352 330
MF73T-1 33/256 33 3000 25 0.384 330
MF73T-1 50/2 50 3200 2 0.450 330
MF73T-1 60/2 60 3200 2 0.540 330
MF73T-1 80/2 80 3200 2 0.820 220
MF73T-1 120M1.5 120 3000 1.5 1.268 220
MF73T-1 200/1.3 200 3200 1.3 2,895 220
E{ENE: ©13mm
MF73T-1 0.7/9 0.7 2600 9 0.032 680
MF73T-1 1/9 1 2600 ] 0.032 680
MF73T-1 1.3/9 1.3 2600 9 0.042 680
MF73T-1 1.5/9 1.6 2600 9 0.043 680
@R[ MF73T-1 2.5/8 25 2600 8 0.048 680
MF73T-1 3/8 3 2600 8 0.052 680
MF73T-1 4/7 4 2800 7 0.068 4.0 560
MF73T-1 &7 5 2800 74 0.078 560
MF73T-1 6/6 6 2800 5] 0.080 560
MF73T-1 7/6 7 3000 (5] 0.088 560
MF73T-1 8/6 8 3000 [} 0.104 560
MF73T-1 10/6 10 3000 5] 0.126 560
MF73T-1 12/5 12 3200 5 0.146 560

. HEMANMEL, RsBRIFRER £20%
Remark: Unless the particular indication, the allowable tolerance of Rasis +20%.
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B MF73TARIhEREINTCAEIEB IR RS
MF73T High-power NTC Thermistor series
® FEHAREH Main Technical parameters

T k3R & Working temperature: D3-D5: —-40~+150°C., D8-D10: -40~+170°C., D13-D40: -40~+200°C

pﬁiﬁo. Hﬂt tQ 2?% Th?nﬁaﬁﬁex Max gﬁaﬁﬁ?ag%unem AD&&%%?EE%EEHI Malxﬁgfm Ma:(lsﬁ:gtia%:u.anoe
MF73T Btuiqo% Imax [ A) Amax ( 0 Prmax (W) {1 FI240V/AC
AEHF. ©13mm
MF73T-1 15/4 15 3200 4 0.155 560
MF73T-1 16/4 16 3200 4 0.158 560
MF73T-1 20/4 20 3200 4 0.192 560
MF73T-1 30/3.5 30 3200 35 0.237 4.0 560
MF73T-1 47/3 47 3200 3 0.340 560
MF73T-1_60/2.5 60 3200 25 0.420 560
MF73T-1 B0/2.5 80 3200 25 0.820 560
MF73T-1 120/1.8 120 3400 1.8 0.994 560
FFEHE: ©15mm
MF73T-1 0.7/11 07 2600 11 0.024 1000
MF73T-1 1/10.5 1 2600 105 0.030 1000
MF73T-1 1.3/10 1.3 2600 10 0.034 820
MF73T-1 1.5/10 1.5 2600 10 0.036 820
MF73T-1 2/9.5 2 2600 9.5 0.040 820
MF73T-1 2.5/9.5 25 2600 9.5 0.044 820
MF73T-1 3/9 3 2800 9 0.046 820
MF73T-1 5/8 5 3000 8 0.058 820
MF73T-1 &/7 6 3000 7 0.069 680
MF73T-1 7/7 7 3000 7 0.078 680
MF73T-1 87 8 3000 7 0.084 5.0 680
MF73T-1 10/7 10 3200 7 0.098 680
MF73T-1 12/6 12 3200 -] 0.116 680
MF73T-1 15/6 15 3200 6 0.125 680
MF73T-1 16/6 16 3200 6 0.129 680
MF73T-1 20/6 20 3200 6 0.136 680
MF73T-1 22/5 20 3200 5 680
MF73T-1 30/5 30 3200 5 0.165 680
MF73T-1 47/4 47 3200 4 0.257 680
MF73T-1 55/4 55 3200 4 0.287 680
MF73T-1 120/2.5 120 3400 25 0.652 680
AEHFE: ©20mm
MF73T-1 0.7/16 0.026 1500
MF73T-2 0.7/16 0.7 2600 1 0.026 3000
MF73T-1 1/16 0.027 1500
MF73T-2 1/16 1 £ 18 0.027 3000
MF73T-1 15015 e o i 0.030 1500
MF73T-2 1.5/15 0.030 3000
MF73T-1 2/14 5 B . 0.035 1500
MF73T-2 2/14 0.035 3000
MF73T-1 2.5/13 0.038 1500
MF73T-2 2.5(13 28 <eN 3 0.038 o 3000
MF73T-1 3/12 . — i 0.040 1200
MF73T-2 3/12 0.040 2200
MF73T-1 4/12 P A6 % 0.043 1200
MF73T-2 4/12 0.043 2200
MF73T-1 4.7/12 . 4666 15 0.046 1200
MF73T-2 4.7/12 0.046 2200
@ | MF73T-1 5112 : _— ” 0047 1200
MF73T-2 512 0.047 2200

. FENFIIEH, RsAIFEER +20%

Remark: Unless the particular indication, the allowable tolerance of Rzsis +20%.
















































