PINZE PER CIRCUITO STAMPATO
PCB Fuses Clips | Pinces pour circuit imprimé

PZ1020 Per fusibili 6,3x32 For 6,3x32 fuses Pour fusibles 6,3x32
Per montaggio For automatic Pour montage
in automatico assembling automatique
Corrente Current Courant
10A 10A 10A
Contatti Contacts Contacts
bronzo stagnato tinned bronze bronze étamé
Diametro Diameter Diamétre
6,3 mm 6,3 mm 6,3 mm

“ bandoliera 1000 pz pronta
ROHS tape & reel 1000 pcs —’ in stock
bande 1000 pces — en stock

PZ1004 Per fusibili 6,3x32 For 6,3x32 fuses Pour fusibles 6,3x32
Corrente Current Courant
15A 15A 15A ﬁ
Contatti Contacts Contacts y 105
Bronzo fosforoso Tinned phosphourous Bronze phosphoreux | 56736
stagnato bronze étamé
Diametro Diameter Diameétre
6,3 mm 6,3 mm 6,3 mm -

“P 1000 pz pronta
1000 pcs —’ in stock
ROHS 1000 pces en stock

PZ1007 Per fusibili 6,3x32 For 6,3x32 fuses Pour fusibles 6,3x32
Corrente Current Courant
15A 15A 15A #— : »‘ ’ r
Contatti Contacts Contacts 106 ‘

Bronzo stagnato Tinned bronze Bronze étamé

Diametro Diameter Diamétre in 4
6,3 mm 6,3 mm 6,3 mm 15 }

2-1x2

“P 500 pz pronta
500 pcs :’ in stock
ROHS 500 pces —< en stock

PZ1008 - PZ1A34009 Per fusibili 10x38 For 10x38 fuses Pour fusibles 10x38 PZ1008
PZ 1008 Pinze PZ 1008 Fuseclip PZ 1008 Pinces T
Corrente Current Courant 1 rax2s
40A 40A 40A ) ‘
Contatti Contacts Contacts Tt :
Bronzo fosforoso Phosphourous bronze Bronze phosphoreux 37 N o
PZ 1A34009 Pinze PZ 1A34009 Fuseclip PZ 1A34009 Pinces <l ot
Corrente Current Courant = 107
20A 20A 20A
Contatti Contacts Contacts PZ1A34009
Bronzo stagnato Tinned bronze Bronze étamé -
Codice omologazione Approval code Code d’homologation ‘:L
BUSS - 1A3400-09 BUSS - 1A3400-09 BUSS - 1A3400-09 ﬁ ) w
Diametro Diameter Diameétre - = e -
10 mm 10 mm 10 mm | - -
23,6 U7
PZ1008 =250 pz  PZ1A34009 = 1000 pz
‘ PZ1008 = 250 pcs  PZ1A34009 = 1000 pcs _’ i‘:g?;ack LLL

PZ1008 = 250 pces PZ1A34009 = 1000 pces =

en stock




