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Part Input Output Output Efficiency
Number Range Voltage Current (typ.)
VAC (VDC) (mA) (%)
RAC10-3.35C/277 90-305 3.3 2500 75
RAC10-05SC/277 90-305 5 2000 78
RAC10-12SC/277 90-305 12 840 80
RAC10-15SC/277 90-305 15 670 78
RAC10-24SC/277 90-305 24 420 80
RAC10-05DC/277 90-305 +5 +1000 77
RAC10-12DC/277 90-305 +12 +420 79
RAC10-15DC/277 90-305 +15 +340 79

Input Voltage Range 90-305VAC or 125-430VDC
Rated Power 10 Watts
Input Frequency Range (for AC Input) 47-63Hz
Input Current (full load) 115VAC 250mA typ.
230VAC 160mA typ.

No Load Power Consumption 230VAC 300mW max.
Inrush Current (cold Start-Up) 115VAC 15A max.
230VAC 30A max.

Leakage Current 250VAC/50Hz 0.25mA max.
External Fuse Recommended 1.5A slow blow type
Output Voltage Accuracy 3.3V +3% typ.
all others +2% typ.

Line Voltage Regulation (low line, high line at full load) +0.3% typ.
Load Voltage Regulation 3.3V, 5V -1.5% typ.
(0-100% Load) 12V +1% typ.
all others +0.5% typ.

Minimum Load 0%
Output Ripple and Noise 3.3V/5V 50mVp-p typ.
(with 0.1pF across outputs 12V/ 15V / 24V 125mVp-p typ.
@20mHz bandwidth) +5 200mVp-p typ.
+12 125mVp-p typ.

+15 200mVp-p typ.

Operating Frequency 100kHz
Hold-up time230VAC/50Hz 60ms min.
Isolation Voltage (input to output) 3.75kVAC / Tminute
Short Circuit Protection Hiccup, Automatic Restart
continued on next page
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10 Watt
Single / Dual
Output
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POWERLINE
AC/DC-Converter

RAC10-xxS_DC

[277 Series
‘Specications (pied at Z5C ardatervam p e s oo peced)

Output Overvoltage Protection Latch off
QOvercurrent Protection Automatic Recovery
Operating Temperature Range (free air convection, with derating) -20°C to +75°C
Storage Temperature Range -40°C to +75°C
Humidity 95% RH max.
Case Material Epoxy with Fibreglass (UL94V-0)
Dimension (L x W x H) 52.4 x 27.4 x 23.5mm
Package Weight 62g+5g
EMC EMI EN 55022 Class B
EMS EN 55024

Certifications UL General Safety (Report: E224736) UL60950-1
EMC (Report: T121026N02-E) EN55022, EN55024

MTBF (+25°C) using MIL-HDBK-217F 320 x 10 hours
(+70°C) using MIL-HDBK-217F 120 x 108 hours

*The RAC10-C/277 series has been recognized by Underwriters Laboratory (UL) to UL 60950 for functional isolation in a maximum still air ambient temperature of 57°C.
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POWERLINE
AC/DC-Converter

RAC10-xxDC/277

RAC1O0-xxS_DC

[277 Series
SandardPackage ShleandPinning

Pin Connections-

Pin # Single Out
1 VAG in (N)
2 VAC in (1)
3 -VDC out
4 CoMm

5 +VDC out
XXX +0.5mm

XX.XX +0.25 mm

Pin Connections-

3rd angle
projection

Pin # Single Out
1 VAC in (N)
2 VAC in (L)
3 -VDC out
4 +VDC out
XXX £0.5mm
XXXX +0.25 mm

Q=

Standard Application Circuit

52.5 27.4
| 51.5 | 26.7 ———
235
i +
—|l— 6.0
A4
| 45.75 | 10.16—-10.16—
254 1.20+0.2/-0.1
| T2 30 r i
13{ 1016 1016 | |
e % ffffff Bottom View 4o— ,lf : Top View o:
|
1015 1?.16 ll :
1 1
o1 So—+ 2'54T|3—————————————————2|
Recommended Footprint Details
52.5 27.4
| 515 | 26.7
23.5
i -
6.0
4
45.75 | —10.16
254 1.20+0.2/-0.1
e i i
1317 10.1 | !
- % 777777 Bottom View Jo—t r : Top View ol
i
10.14 10.16 | |
Lo pod b 254} !
Recommended Footprint Details
Fuse Fuse
0.1UF/50V L
._\f\_ VAC in (L) VDC out +
1.5-2A Slow blow type 1.5-2A slow blow type
T Ground Ring
o——— VACin(N) VDC out - N
i
100VAC ¢~
115VAC v~
230VAC
277VAC
Fuse 0.1uF/50V
o—\f\— VAC in (L) VDC out + VDC out + _T. |
1.5-2A Slow blow type|
com
o———————————| VACiin (N) VDC out - VDC out - T |
0.1uF/50V

1. Recommended external input fuse 1.5A / slow blow type.
2. Do not use scope ground lead to measure the output ripple & noise.
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VAC in (L) VDC out +
COM
VAC in (N) VDC out -
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