RR1A05-500
RR1A12-1K
RR1A24-2K
RR1U05-200
RR1U12-500
RR2A05-200
RR2A05-0-200
RR2A12-500
RR2A24-1K

Technické adaje: RR1A

Rentaklavmssmaasus TR SPINATT,
Max. pfechod. odpor................ 100 mQ...................
Min. izolacni odpor: ....cccoceeeeeeee. 107 Q e,

1= spinaci
Ix spinaci
1% spinaci

1% prepinaci
1% prepinaci

2x spinaci
Zx spinaci
2x spinaci
Zx spinaci

oV
12V
24V
avV
12V
5V
9V
12V
24V

~ RR1U

........... 1x prepinaci

1

Max. trvaly proud kontaktem: .....T Ao

Max. spinany proud:.......cccccoeeeeeen 0,5 A e,
Max. spinané napéti:................200 V DC...........
Max. spinany vykon:.........ccoeeermie TOVAciiiiicninnen,
Max. doba pfitahu:......ccoevieeee . 0.5 MS i,
Max. doba odpadis...comnand @ MSin.
Teplotni Tezsah! iieaiss -40 a2 85 °C..........
Zivotnost elektricka: ..o 1 x 108 oo,
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........ 2x spinaci
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