RK119 1 1mm Size Metal Shaft Reflow Type

1.5mm-travel push-on switch achieved in a low-profile

height of only 5mm

M Typical Specifications
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[tems Specifications
Total resistance tolerance +20%
Maximum operating voltage 10V DC
Total rotational angle 300° 1 &
Rotational torque 7.5+3.5mN-m
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B Product Line

Operating life

15,000 cycles

Operating temperature range

—40TC to +85T

Number of Mounting | Shaft |Lengthof the shaft Totalresistance | Resistance | Switch travel | Minimum order unit (pcs.) Drawing

resistor elements | direction | type Lr (mm) DL kn) taper (mm) Japan | Expert =raelugits Jie. No.

Without RK1191110001 1

Single-unit Vf;gga' Flat 15 Without| 10 1B 05 240 | 480 | RK1191114001 2

1.5 RK1191124001 3
5
QF
O

-+ FCDL’ Note

Other varieties are also available. Refer to "Other Specifications" (P.330).
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B Packing Specifications

Tray
Number of packages (pcs.) Export package measurements
1 case /Japan 1 case /export packing (mm)
3
@ 240 480 240x300%270
328
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Refer to P.330 for other specifications.

Refer to P.330 for switch specifications.

Refer to P.331 for ordering products not listed.
Refer to P.349 for soldering conditions.
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B Dimensions

RK11

1 Tmm Size Metal Shaft Reflow Type

Unitmm

PC board mounting hole dimensions

o, P e (Viewed from mounting side)
Single-shaft, single-unit
RK1191110001 13
20 22.1 hole
Mounting 11.7 213\
surface 5.0 >
Dumm: 8.1 Dummy .
termingl \ 7, § _terminal e o
5 © o L]
g Rally’ EEfEm o+
1 5 R s
N — ol T4 H @ 1.6
] M 3-1.2
) 57.825 2 128 2-R0.8
1) 1° 15 9
. 16.5
Shaft shown in
full C.C.W position
Aslant line part:The solder land
Black part:Do not solder and wiring
for electrical contact
Single-shaft, single-unit 13
with push-on switch 125
travel 0.5mm Switch travel 7 5
1.7 .
RK1191114001 \ 5.1
Mounting (15) i 22.1 hole M
surface | 0.5 [N 2-1.3 H &
\ _ 415
0
wn N~
2| switch u;% F ® 2
S >
N~y
2 Q1 g - 123
° R1 <l 2 15
<l @
1.2 07.825 2
1 Shaft shown in
full C.C.W position 9
16.5
o« —o—
4 5
A slant line part:The solder land
Black part:Do not solder and wiring
for electrical contact
Single-shaft, single unit
with push-on switch
travel 1.5mm
RK1191124001 Switch travel
1.7 2.1 hole <
\ 8.1 ge. N
Mounting (15) ) 2138 h
P N surface 1.5 4|5 e~ .
_ suace ] ] .
- 10 © Ej
3 % Switch o - — o
s Ny o™
4 123 1.6 =
3-1.2 o
. R1 9 g 15 2-R0.8 s °
s 1.2 27.825 c1 S Shaft shown in 9
e full C.C.W position 165

—ozo—

4 5

A slant line part:The solder land
Black part:Do not solder and wiring
for electrical contact

DownloadFd from AFrow.com.

ALPS

el
[o]
=t
[
=
=
o
=i
[0}
o
[}
@

S1918W0lus10d

Suneledo 1eus Ueus
pa1e|nsu|

adA
suiy

329

D
(=]
=3
ey
<

8plIs

1B18N

qouy



http://www.arrow.com
http://www.arrow.com

| —o—

1 Tmm Size Metal Shaft Reflow Type / Other Specifications

In addition to the products listed, we can accommodate the follow specifications.

B Detent and Attached Switch

\Varieties ltems Detent Attached switches travel
Single-shaft, Single-unit Without 0.5mm 1.5mm
2 M Dimensions of Shaft
%g Flat type Unitmm
33
- Items &
B LT Detail dimensions (mm)
(=} 2
g o _ ° L1 % Le 2
1 =18 G
@ 4{ g Shaft shown in full CCW (15) 5 7
@ 07.825 c1 position. (20) 5 10

1. % Ls does not support M7 (with screws).
2. Marked are specifications recommended by Alps.

1 Tmm Size Metal Shaft Reflow Type / Switch Specifications

=
Q2
oo
g
Switch type Momentary push switch
g = Contact arrangement Single pole and single throw (Push-on)
=3
joie]
27 Travel (mm) 05+03 15405
Operating force 512N 4+2N
=] — :
3 | Operating life 20,000 times
@
Rating 0.JA 5V DC (0.1mA 5V DC min. rating)
Contact N ) -
Electrical resliEiEneE 100mQ max. for initial period, 200mQ max. after operating life.
performance Insulation
. 100MQ max. 250V DC
Voltage proof 300V AC for 1 minute or 360V AC for 2s

o0 ALPS

DownloadFd from AFFOW.com. \|£’

Refer to P.331 for ordering products not listed.
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When ordering product varieties that are not listed, specify referring to the examples below.

B Sample Part Number

RIKI1/1/9]1/1]1

00— F|1]|5

C

0

Switch Specification

Code

Switch Specification

10

Without switch

14

With momentary push switch (0.5mm travel)

24

With momentary push switch (1.5mm travel)

Length of the shaft L (mm)

Code Length of the shaft
15 15
20 20
Detent
Code Detent
co Without

Resistance taper

Code Resistance taper 4
B 1B _
§
B: For tone & general S
X

ale

g

s|E

w8

32

5| e

@ O

= ®

2\z

5|5

f=3 =1

slg

Total resistance

© 9
S o

-3
S

~
S

o @
S o

(SR
S S

N
=]

=)

0 10 20 30 40 50 60 70 80 90 100

Term."1" Rotation travel (%) —» Term."3"

Code

Total resistance (kQ)

103

10

Marked are specifications recommended by Alps.
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Metal Shaft Potentiometers

List of Varieties

Type 9mm size 11mm size
RKO9L ‘ RK0971 RK0972 RK119
Series - -
Single-shaft Dual-shaft Single-shaft
Number of resistor elements Single/dual Dual Single
® N & &
Terminal mounting Horizontal Vertical Horizontal Vertical
Fixing method of bushing Screw Guide
) . . —207T to +70C P ]
Operating temperature range 10T to +70TC — 407 to + 85G (Vehicle-compatible) 40T to +85T
Operating life 15,000 cycles
Available for automotive use — — O O O
Life cycle (availabilit
sl vl
Total resistance
& Q) 10, 20, 50, 100 10
Resistance taper 15A, 1B, 3B, 15C 1B
Rated Power 0.05W
Residual R=10kQ 20Q max.
st 10kQ<R<50kQ 300 max. R=10kQ 500 max.
IEEIRiEnE 50kQ=R Nominal total resistance of 0.1% or less
- ’ BkQ=R< 10kQ 70dB min.
Mechanical I\/Ia><|mu_m BkO=R< 10kQ 70dB min. 10kO=<R< 50kQ 80dB min.
attenuation 10kQ=R< 50kQ 80dB min. k —
performance . 50k0=R<100kQ  90dB min.
(Volume control) 50kO=R 90dB min. 100kO=R 100dB min.
(ang error applicable to
Duakunit parts for audio —40dB to OdB 3dB max. —
volume cantrol purpases
Insulation h
EslsEneE 100MQ min. 250V DC
’ 300V AC for 1 minute
Voltage proof 300V AC for Tminute or 360V for 2s
Center-taps Without Without / With Without
Detent Without, Center Without, Center, 11, 31 Without
lectrical Stopper strength 0.BN'm 0.5N ‘m (With push-lock mechanism: 0.4N-m) 0.5N'm
ectrica
perfarmance
Push-pull strength 80N max. 100N max.
Wilsraitter 10 to 55 to 10Hz/min., the amplitude is 1.5mm for all the frequencies,
in the 3 direction of X, Y and Z and for 2 hours respectively
Inner-shaft: flat type
Shaft style Flat type Outer-shaft slotted type Flat type
Terminal style Insertion Reflow
. Rotary switch ]
Attached switch — —_ Push-on push-off switch — Push-on switch
Push-on switch
Page 313 317 328
Metal Shaft Potentiometers Soldering Conditions = -+« = = =+« o o v v e e e e e e e 349
Potentiometers CaUtiOnS .................................................... 427
Potentiometers Measurement and Test Methods =« - = =+« o v s e e e e e 429
Potentiometers Resistance Taper - - - - - = -« o s e 431

1. For the switch attached, the single-shaft or inner shaft of the dual-shaft type can be chosen.
2. The operating temperature range for automotive applications can be raised upon request. Please contact us for details.
3. O Indicates applicability to some products in the series.
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B Reference for Manual Soldering

Metal Shaft Potentiometers / Soldering Conditions

Series Tip temperature Soldering time No. of solders
RKO9L, RK097 350T max. 3s max. 1 time
RK203 300 max. 3s max 1 time
RK119 350+10T 3*tls 1 time
RK271 350T max. B5s max 1 time e
@
S 0
RK501 350+10C 5+s 1 time g8
o<
[©)
RK163 350T max. 5s max. 1 time @
. o
Pote_ntlometer 300T max. 3s max. 1 time g
terminal ENO)
RK168 Sg
Motor terminal 350T max. 2s max. 1 time 2
Bl Reference for Dip Soldering
Preheating Dip soldering
Series Soldering surface e Soldering N No. of solders
temperature Heating time temperature Soldering time
ng
RKO9L, RK097, RK203 100T max. 2 min. max. 260+5T 5+1s 2 time max. g%
RK501 120+10C 2 min. max. 260+5T 5+1s 2 time
w g
TJE
SN
B Example of Reflow Soldering Condition “
Temperature profile
S
300 T ez
— A g o
/TN :
—_ B
o
g 200 T \
g " ° 52
g “‘ D ® 0
E A3
a2 .
100 T+ *
Room * )
temperature * Time (s)
Pre-heating
E max. F max.
G max.
H max.
Series A B C D E F G H No. of reflows
RK119 260T 230T 180T 150T 2 min. 3s 40s 4 min. 2 time max.
1. When using an infrared reflow oven, solder may sometimes not be applied. Be sure to use a hot air reflow oven or at type that uses
infrared rays in combination with hot air.
2. The temperatures given above are the maximum temperatures at the terminals of the potentiometer when
employing a hot air reflow method. The temperature of the PC board and the surface temperature of the
potentiometer may vary greatly depending on the PC board material, its size and thickness. Ensure that the surface
temperature of the potentiometer does not rise to 250C or greater.
3. Conditions vary to some extent depending on the type of reflow bath used. Be sure to give due consideration to this prior to use.
349
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