TRIMMER POTENTIOMETERS

RoHS

C 4 00 0 I Metal Glaze Chip Trimmer Potentiometers

|| Features

# Metal-Glaze resistor elements ensure highly stable performance against environmental

conditions,

® (43515 : Suitable for both flow and reflow salderings.
#® Products with lead free termination meet EoHS requirements. EoHS regulation is not

intended for Phglass contained in electrode and resistor element.

= Applications

& Audio visual equipment, Motor control circuits, Floppy disk drives, Facsimiles
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Ambient termpsraturs (2]

For resistors operated at an ambient temperature of 70°C ar
abowve, a power rating shall be derated in accordance with
the above derating curve,

|| Type Designation
Example
[+ TE 102
I . = i (7= ] [ ]
Product Type Style Structure Terminal Taping Naominal
Code Surface Matarial Resistance
AEnifg A digits
43 Waltags adjustment typs 0:Thin typa 2#7) Same side CiEniCu TE:Taping
terminal
1 :Standard typs BE:Buk
4:#Z Reverse sids
2:Both sides terminal
adjustment typs
S:Flow type
The terminal surface material lead free is standard.
For further information on taping, please refer to APPENDIX © on the back pages.
B Ratings
P S Resistance Resistance T.C.R. Resistance Change | Men. Working | Rated Ambient | Op=rating Taping & &'ty Feel
¥P 9 Range Tolerance (405K | Characteristics Voltage Temp. Temp. Range TE
Cithar than 0.2W 10002~ 1M 0 +308; +2E0 100 ) i . TE0pce
C4315 (B &1, 23,510, =HTHA0T [ B : Linsar TR A
C4315 0AW *25H il EQ0pcse
Rated voltage=y Power Rating < Resistance value or Max. working voltage, whichever is lower.
B Performance
Parfarmance Requiremeans
i
Test hems BH {%_.H:!'DEQ:I - Test Mathods
Lirnit Typical
RAesistancs to soldering heat 2 L 260T LT, Setis
Repid change of temperature 2 07 — 30T /H25C 00T (20min) & cycles
5 4 40°C 2T, S%~~05%RH, 5000
Muoisture registance 1.5h OMW/0.5h OFF cycle
5 4 TOTE2C, 10000
Endurancs at 70C 1.5h OMW/0.5h OFF cycle
High temperature exposurs 5 1.2 100 3T, B00h
Retational Life 10 28 10 turnge




[ Dimensions (mm)

Veltage Adjustment Type
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Recommandad pads. A

Wiaight 113g/1090pcs
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Recommendad driver B

C4z04

Thin type of C4314

Recormmendad pads . B
Wealght 5Bg/1000pcs |
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Recommendad drivar A |

C430z

Recommendad pads: A

Waight 8394 000pcs

Equivalent Circuit
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Recommendad driver A

Recommeandad pads; A |
Waight 73g/1000pcs

Equivalant Circuit
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Recommendad driver C

Recommendad pads. B

Waight 1109 1000pcs

Equivalent Circuit
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Recommendad driver B

Racommended Pad Dimensions  Unit : mm
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Recommendad pads . C

Wakght 124g/1000pcs

Equivalent Circuit
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Recommeandad drivar A |

#Recommended dimensiors of the point of the driver for adjustment  A: 2.3mm X04mm B 20mm*04mm < ) 2.2mm ¥ 04mm Front), 1.8mm *04mm Back side)



