NT72(4459)&NT72-2
Insulation Resistance 500MQ min (at 500VDC) Iltem 7 of IEC 60255-5
Dielectric Strength
Between contacts 50Hz 1000V Iltem 6 of IEC 60255-5
Between contact and coil 50Hz 2500V 4000V(NT72-2) Iltem 6 of IEC 60255-5
C“‘E vs E169380 é. R50142630 Shock resistance 100m/s’  11ms IEC 68-2-27 Test Ea
223X173X15 21.4X16.5X15 (NT72-2) Vibration resistance 10Hz~55Hz double amplitude 1.5mm IEC 68-2-6 Test Fc
Terminals strength 10N IEC 68-2-21 Test Ua1
Solderability 235C £2C 3s+0.5s IEC 68-2-20 Test Ta method 1
Features Ambient Temperature -40C~85C
« Small size, light weight. Relative Humidity 85% (at 40C) IEC 68-2-3 Test Ca
= Reliable quality. Mass 119
= PC board mounting.
- SllJitabIe for hou_seh;)ld_lgl_ectric?jl appliances, allthom?t_ion system, electronic equipment, instrument, meter, Safety approvals
telecommunication facilities and remote control facilities. Safety approval UL&CUR TUV
12A/125VAC 28VDC
- - Load 10A/240VAC 6A/300VAC 10A/250VAC 28VDC
Ordering Information 1/3HP 120VAC 240VAC
NT72 C S 10 DC12V 0.36
1 2 3 4 5 6
1 Part number: NT72(4459), NT72-2 4 Contact current: 3A,5A,6A,10A,12A . . _
2 Contact arrangement: A:1A; B:1B; C:1C 5 Coil rated voltage(V): DC:3,5,6,9,12,18,24,48 Dimensions mm /inch
3 Enclosure: S:Sealed type; NIL:Dust cover 6 Coil power consumption: 0.36:0.36W; 0.45:0.45W; 0.61:0.61W
22.3Max 17.3Max
0.878max S " 0.68Tmax | 127 5.08
Contact Data . g rmﬁ
Contact Arrangement 1A (SPSTNO) 1B(SPSTNC) 1C(SPDT(B-M)) gE L 5 o T72
Contact Material AgCdO AgSnO, = OE SR % - —ejf—& —
q o PE=
Contact Rating (resistive) 5A,10A,12A/125VAC,28VDC; 6A/300VAC,28VDC < | T T TT | |~ ]
3A,5A,10A/250VAC ‘ L 21 _leoscodt 30905 H*—Lf‘ 0.079 & 17
Motor load : 1/3HP_120VAC: 1/3HP 240VAC 0.083 10.020>0.020  0.035>0.020 /8
Max. Switching Power 336W 2500VA . 165Max _ P “lo
Max. Switching Voltage 110vDC 380VAC Max. Switching Current:15A 0.843max. o "mj 5-01.2
Contact Resistance or Voltage drop <50mQ Item 4.12 of IEC 61810-7 2 § 0.047
Operational | Electrical 10° ltem 4.30 of IEC 61810-7 3|E 2|7 NT72-2 . .
life Mechanical 10 ltem 4.31 of [EC 618107 "8 O{E 5[8 Mounting (Bottom view)
- - - - S _yo
CAUTION: 1.For the intermediate current, it only applies to the room temperature. H J ) 0!@* U H “ )
. .21 _J2:05x0. 3-0.9X05 0.079
Coil Parameter 7083 0/0200.020 440’03%0.020 I 2.9 2.9
. . —0
: Pickup Dimensions —o°
Coil voltage Coil voltage Release voltage| ., Operate | Rel 5 5
Dash VDC h VDC VDC(min) oil power € elease
numbers resistance (max) (10% of rated | consumption Time Time 1A 1B 1C
Q+10% (75%of rated W ms ms . )
voltage ) voltage) Wiring diagram
Rated Max. (Bottom view)
003-360 3 39 25 2.25 0.3 NOTES 1).Dimensions are in millimeters.
005-360 5 6.5 69 3'75 0'5 2).Inch equivalents are given for general information only.
006-360 6 7.8 100 4.50 0.6
009-360 9 1.7 225 6.75 0.9 0.36 <7 <4
012-360 12 15.6 400 9.00 1.2 Reference Data
018-360 18 23.4 900 13.5 1.8
024-360 24 31.2 1600 18.0 24 . ) ! ) . ‘
Operation Time Coil Temprature Rise Life expectancy Contact switching capacity
10 50 v 3000
003-450 3 3.9 20 2.25 0.3 ‘ /1 12M25VAC 2
8 \ i = 40 2000 | {5 || fcratie
005-450 5 6.5 56 3.75 0.5 \ Operate tine s d = 1000 1\
006-450 6 7.8 80 450 0.6 ¢ N &Y i I\ ‘ R
. . . S L = g & g \\ \\‘\ \
009-450 9 117 180 6.75 0.9 0.45 <7 <4 g4 pm—— g R N B E‘
012-450 12 15.6 320 9.00 1.2 22 7 g 104 &g 3 1 ™
018-450 18 234 720 135 18 ) 0.1 02 03 04 05 06 07._ 01 02 03 04 05 06 07 5A 104 15A . 20 30 4050 1‘0Io 200 380
024-450 24 31.2 1280 18.0 24 Col Power iW) o "Col Pover (W) S Contact Current (A) 0 Contact Voltage (V)
048-610 48 62.4 3800 36.0 4.8 0.61

CAUTION: 1.The use of any coil voltage less than the rated coil voltage will compromise the operation of the relay.
2.Pickup and release voltage are for test purposes only and are not to be used as design criteria.

Semic Trade, s r.0., Volutova 2521/18, 158 00 Praha 5 wsemicicz Semic Trade, s.r.0., Volutova 2521/18, 158 00 Praha 5 www.semic.cz
Telephone: +420 251 625 331, 251625332, 251625377 s—emic'@gem'ic = Telephone: +420 251625 331, 251625332, 251625377 semic@semic.cz
GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393 5 GSM: +420 605 999 994 Fax:+420 251 626 252, 251 626 393



	O3Aa  1



