DIP SWITCH

DIP SWITCH

SIP series

Single In Line
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HOW TO ORDER
SIP-

Single In-Line

Positions:
02, 04, 06, 08, 10

Terminal Type:
T=Straight
A=Right Angle

Package Type

FEATURES SPECIFICATION

$%Single In-line Packaging saves PCB Contact Rating  10mA, 5V DC
Space Contact (a)100mQ max. Initial

s% Available in vertical or right angle
models

APPLICATION
$%Industrial control
s Computers and peripherals
$% Variety of function controls

1T
Package:

Tube

V=RoHS & Lead Free Solderable
Q=Halogen Free(Only for Black)

Resistance (b)200mQ max. After life test
Insulation .

R e 100MQ min. 500V DC
Dielectric -
Strength 300V AC/1 minute
Operating Force 800gf

Travel

Operating Life 500 cycles

Operating Temp. -30°C ~ +80°C
Storage Temp.  -30°C ~ +80°C
CIRCUIT

1171717777077
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(2,4,6,8,10 POS AVAIL)

PACKAGE
<Tube>
SIP-02A: 56 pcs
SIP-04A: 35 pcs
SIP-06A: 25 pcs
SIP-08A: 20 pcs
SIP-10A: 16 pcs

SIP-02T: 62 pcs
SIP-04T: 37 pcs
SIP-06T: 27 pcs
SIP-08T: 20 pcs
SIP-10T: 17 pcs

SIP-A
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DIP SWITCH

Single In Line
SIP SERIES Package Type H@E \?‘-ﬁﬁsﬁ:
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