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Technical data // MBB1 01 B 01 C 11 A

Micro Switches

Leaf spring machanism

Highlights

Micro switches design B acc. to DIN 41635

Functional final inspection and testing

Solid design

High-quality materials

Very exact switching position

Mechanical Data

Length 19.8 mm

Width 6.4 mm

Height 10.8 mm

Mechanical lifetime min 1.000.000 actuations

Electrical lifetime min. 10.000 actuations

Movement differential see know how - Overview Actuators Travel | Forces

Pre-travel see know how - Overview Actuators Travel | Forces

Overtravel see know how - Overview Actuators Travel | Forces

Operating position see Know How - Overview Actuators Travel|Forces

Contact opening < 3.0 mm (µ)

Wave soldering Double Wave acc. DIN EN 61760-1:2006

Material

Housing PBT

Cover PBT

Actuator PPS

Pin plating CuZn, Ag plated

Contacts AgNi

Contact spring CuBe

Sonstige Kennwerte

Approvals cURus

Approvals VDE
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Technical Drawing

Configuration

Rating 5(3)A 125VAC / 250VAC

Operating force 1.5 N

Ambient temperature T85

Contact arrangement

Change-Over

Actuator

Sim. Roller lever 15.2 mm |
R1.2 mm (on request)

Terminals

Solder terminal


