BW-D SERIES

KEY BENEFITS

@ Miniature size

® Positive make and break with snap-action
disc

® Competitive price

@ Suitable for most impregnation processes

APPLICATION

@ HID ballasts

& DC motor

® Battery packs

@ Heating appliance

@ Fractional Power Motor

® Transformer

@ AC brushless motor and pump

CERTIFICATIONS vl = 15
AGENCY |[STANDARD NUMBER| FILENO. \TEMP.RANGE S SAFTTY ”,:;Dg
VDE ENGB0730-2-9 40032861 | 30-150T ol aam
UL uL873 E336656 40~-130TC
MAXIMUM CONTACT RATINGS
VOLTAGE CURRENT CYCLES EEADINIRE
250V B6A 10000 3308 AWG22# or Nickel strip normally.length is
24V 5A 6000 60mm or according to customer’ s require

CODE SYSTEM
BW-XXX-XXT

| b OpenTemperature

‘ » M-metal close , P-plastic case
» C-normally close , O-normally open
» D-small size
¥ Device No.

OPEN TEMP & RESET TEMP
MODEL OPEN TEMP(T) RESET TEMP(TC ) MODEL OPEN TEMP(T: ) RESET TEMP(T )

BW-DCP-40C 40+57T =227T BW-DCP-851T 9557 70+157T
BW-DCP-45T 45+5°C =30T BW-DCP-100C 100£5T 70£15T
BW-DCP-50C 50+57T =33T BW-DCP-105TC 10557 75+157T
BW-DCP-55C 55457T 38-47C BW-DCP-110°C 110+5°C 75+15T
BW-DCP-60C B0+57T 35-821C BW-DCP-115°C 115+5C B0+15T
BW-DCP-65C B5+5T 36-57C BW-DCP-1207 120+5T 85+15T
BW-DCP-T0C T0+57T 38-6071C BW-DCP-125C 1256+57T 90+157T
BW-DCP-75C TEE5T 38-63°C BW-DCP-130°C 130+5T 95+15T
BW-DCP-80C BOEET 55+ 15T BW-DCP-135C 135L£5%C 100157
BW-DCP-851 A5+57T BOE15T BW-DCP-1407C 140157 105+151T
BW-DCP-90C 830157T 651 15T BW-DCP-145C 145£57T 105+157T
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