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Pellet, 16A
Tp 130/ 16d BFX
Current
Type AF,BF,PF ?
s g-radial d-axial %,0:;?
temperature '
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Model No a b C d e f
BFX 20+1.0 11+1.0 35+1.0 ©1.6040.1 ©4.0+0.1 @1.0+£0.1
Fusing-off
Model NO. THC) Temperature("C) Th{*C) Tm{*C) Ir(A) ur(\v)
IEC Corp
BF73X 73 73+0/-10 70+2 L8 175 16 250
BF77X 77 77+0/-10 74£2 62 175 16 250
BF84X 84 84+0/-10 82+2 69 175 16 250
BF94X 94 94+0/-10 90£2 79 175 16 250
BF99X 99 29+0/-10 95£2 84 175 16 250
BF 104X 104 104+0/-10 101+2/-3 Q0 175 16 250
BF113X 113 113+0/-10 11042 a3 175 16 250
BF117X 117 117+0/-10 11442 102 175 16 250
BF121X 121 121+0/-10 11842 106 175 16 250
BF133X 133 133+0/-10 131+2/-3 119 215 16 250
BF142X 142 142+0/-10 138+2/-3 127 215 16 250
BF157X 157 157+0/-10 154+2/-3 142 250 16 250
BF172X 172 172+0/-10 169+2/-3 157 260 16 250
BF184X 184 184+0/-10 18142 169 260 16 250
BF192X 192 192+0/-10 189+2 i77 390 16 250
BF216X 216 216+0/-10 21242 191 380 16 250
BF229X 229 229+0/-10 2262 201 390 16 250
BF240X 240 240+0/-10 2362 201 450 16 250
BF257X 257 257+0/-10 25412 200 450 16 250
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