SMD QUARTZ CRYSTAL RESONATOR

4 Pad Version 3.2x2.5 mm

B =10 ppm type available

B Excellent Rehability Performance

B EL shielding possible by groumded lid

B Feflow soldenng temperature: 260°C max
|

RoHS counpliant
Ceramic Seam Weld package
* PARAMETERS
PARAMETERS SPECTFICATION &
Frequency Fange 12~500MHz=
COperation Mode Fundamental
Loading Capacitance OpF Sad 2 to 32pF Series available
Dimive Level 10p W (300 p Whiax)
Frequency Tolerance +10ppm~-+30ppm (at 237C )
Eepuvalent Eesistance 1000 Max
Frequency Stability =5Sppm--=3{ppm
Operating Temp. Fange: -10~-+60°C to 40--+851C
Storage Temp. Fange: -4 —+85'C
O AN specification subject change without notice.
+ FREQUENCY STABILITY V5. TEMPERATURE * ESR (SERIES RESISTANCE RS
_{meﬁm Frequency Stakility Frequency Wik, Moda ESR
Temperature Range thgem | +i0pem | =A%pem | £20epm | +30pem | A0gem 12-15 29aNHz AT CUTIFLIND. 10D0MAX)
-10'C~+60°C C . . o 16-18.828MHz AT CUTIFUND. BOCMAX]
2'C~70C . 2 2 et o 19-26 898MHz AT CUTIFUND. E0C{MAX]
A0C~+85C o 27-50.000MHz AT CUTIFUND. 400{MAX]

@ standard O available

* DIMENSIONS& LAND PATTEREN LAYOUT (Unit: mm)
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Marking #2, #4 is connacted with metal cap of top.

#+ PART NUMEER GUIDE

Chiartz Crystal Resonator Frequency Load Capacitance Package
FT X 26.000n1 o Sh3ES
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