® SPECIFICATION

@ EQUIVALENT SERIES RESISTANCE

Frequency (MHz ESR(2
Frequenicy R 3,000 - 80.000MHz i il S S
Fandamental
Vibration Mode AT-Cut fundamental , third , fifth . seventh 3.000 - 3.799MHz 1800
) 3800 - 4.999MHz 150
Frequency Tolerance (257C) +10,£20,£30PPM
5000 - 5.999MHz 120
Operation Temperature S0 -~ +70°C 6000 - 79990 Hz 80
B.000 - 9 9090 Hz B
Shunt Capacitance 7pF max or Special
10,000 - 11,9%MHz 50
Load Capacitance Series, 16, 20 , 22, 30pF or Special 12.000 - 15.999MHz 50
16,000 - 199990 Hz 40
Dri Level 510, 100,300,500, W
rive Leve 500, 100,300,500, 1000 p 30000 - 35 DO0MEz 40
Insulation Resistance SO0M L minDC A Ciyenone
26.000 - 39.999MHz 104
Aging A3 SPFMyear 40,000 - §0,000MHz 20

@® DIMENSIONS (mm)

49US & 49SL Series

495M & 49SLM Series
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Series H

agus 3.8max
EL T 2.5max
49551 2.0max
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Series H

43SMT 4.2max

49SLMT 3. 2max
49SSLMT 2. 7max
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