SMD QUARTZ CRYSTAL RESONATOR

4 Pad Version 5.0%3.2 mm

m =10 ppm tvpe available

Excallent Beliability Performance

EMI zhieldmg possible by grounded lid

FoHS5 compliant
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Ceramme Seam Weld package

* PARAMETERS

PARAMETERS SPECTFICATION #HIlf:
Frequency Range 8~50MHz

Operation Mods Fundamental

Loading Capacitance 12pF 5id. 8 fo 32pF Series available
Dhrive Lavel 10 W (300 W Max )
Frequency Tolerance =10ppm—=30ppm (at253C}
Equivalent Resistance 600 Max

Frequency Stability =Sppm-=50ppm
Operatmg Temp. Range: -10~+80°C to -40~—+85C
Storage Temp. Fanga: 40857

2 All spacification subject change without notice.

# FREQUENCY STABILITY V5. TEMPERATURE # ESR (SERIES RESISTANCE RS}
_Dpe.raﬁm Freauency Stakiity Freguency Wik, KMode ESR
Temgerature Range pem | Silpem | e | Hlgem | Z3pem | =S0epm 8-11 993MHz AT CLITIFUND. BOMAX)
ANTrE0T o - Q - o Q 12-15.998NHz AT CLT/FUMND. SOCMAX)
-2 T ~#70 » L 2, -* o 18-24 3R8NHZ AT CUTIFUND. JOHMAX)
DT ~+E5 T O 0 . 25-50.000MHz AT CUT/FUMND. 300{MAX)
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Quartz Crystal Resonator Frequency Load Capacitance Package
FT X 12.000M 12 MR
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