SMD QUARTZ CRYSTAL RESONATOR

4 Pad Version 6.0%3.5 mm
B =10 ppm type available

Execellent Behability Performance

|
B EMI shielding possible by groumded lid
|
]

Eeflow soldermg temperature: 260°C nxax B oy
Ceramic Seam Weld package
* PARAMETERS
PARAMETERS SPECIFICATION #HiF
Frequency Fange &—500MH=
Operation Mode Fundamental
Loading Capacitance 12pF Sed 2 to 32pF Series available
Dimive Lewvel 10p W (300 W hax)
Frequency Tolerance £10pprn—+30ppm Cat 25°C )
Equrvalent Fesistanee 600 Max
Frequency Stabality =5ppm-—-=3{ppim
Operating Temp. Fanpge: -10~+60°C to -40--+B5C
Storage Temp. Fange: -53~+125C
O Al specification subject change without notice.
+ FREQUENCY STABILITY V5. TEMPERATURE % ESR (SERIES RESISTANCE RS)
h{:pmﬁm Frequency Siakility Frequency Wit Mode ESR
e T foeem | Wpem | A%ppm | £20epm | +30cem | 50eem 8113980z AT CUTIFUND. BOC{MAX)
-H0°C~+60T o e O 12-15 236MHz AT CUTIFLIND. SOC{MAX]
-2 TOC » 1 i ] O 18-24 838MHz AT CUTIFUND. 40CH{MAX)
400 ~+55T . 25-50.000MHz AT CUTIFUND. I00{MAX])

@ standard O available

* DIMENSIONS& LAND PATTEREN LAYOUT (Unit: mm)
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<TOP VIEW= 45 =
“ruEl Warldnz #2, =4 13 comnecred with nesal cap of top
2 Mk #1, =3 is BIOUT
* PART NUMEER GUIDE
Chiartz Crystal Fesonator Frequency Load Capacitance Package
FT X 12,0001 12 ShIGS
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