This kind of resonatoris widely used in cellular phone, Codeless phone
PHS, GFS, Bluetooth, Wireless LAN, DSC, TCXO, etc.

SPECIFICATIONS

6.0~40.0 MHz

I Frequency ra na{fud.}
Frequency range(3rdo.T.} 20.0~-125.0 MHz
Vibration mode AT cut

Frequency telerance(at+257)

+10, +20, +30ppm

Fraguency stability

+10, +15ppm, See Table1

Cperation temperature range

-10~+60C, 30~+85C, See Table1

Equivalent series resistance See Tahle2
Load capacitance series, 9pF, 10pF, 12pF, 16pF, 20pF, 30pF, etc.
Shuntcapacitance 5pF max

Laval aof driva

10 W(100 L W max.)

Aging

+1, + 3ppmiyear

Storage temperature range

-55~+125C

DIMENSION(UNITmm)
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Table1: Frequency stability (ref. To 25°C)
O.P Temp. +2. 5p=prn j:ﬁppm ﬂﬂppm imppm iSﬂppm
0~+50T
-10~+60TC
-20~+707C
-40~+85T

Table1: Equivalent series resistance (ESR)

Frequency Mhz ESR

6.0~8.9Fund.

10.0~11.9Fund.
12.0~14 9Fund,
15.0-25 0Fund.
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Semic Trade, s.r.o., Volutova 2521/18, 158 00 Praha 5

Telephone: +420 251 625 331,
VNN GSM: +420 605 999 994  Fax:+420 251 626 252, 251 626 393

258.0-40.0Fund.
30~125 3rd.O.T.
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