'SPECIFICATIONS

This type of erystal is miniature and of high accuracy, excellent in sheck
resistance and low in power consumption. It's widely used in Watches &
clocks, Telephones, Game systems, Measuring equipment, Computer ete,

HOLDER TYPE $3x8 | ©2xB | ©15x5 | $12x48
NOMINAL FREQUENCY KHZ 3z.768
FREQUENCY TOLERANCE ppm +20; =50, +100;
TURNOWVER TEMPERATURE e, 25+5

LOAD CAPACITANCE pF 12.5
EQUIVALENTSERIES RESISTANCE (MAX) | Ko 30; 40; 50
DRIVE LEVEL (TYF) W 10
SHUNT CAPACITANCE (TYP ) pF 16 | 1.3
AGING (FIRST YEAR MAX) ppm 5
INSULATION RESISTANCE { MIN) MO 500
OPERATION TEMPERATURE RANGE C -10~460
STORAGE TEMPERATURE RANGE C -40~+85

1. Common frequencies: 38.00KHz, 40.00KHz, 50.00KHz, 60.003KHz, 75.00KHz, 76 80KHz, 77.503KHz,

100.00KHz

2. Load capacitance can be Specified by Customer,

DIMENSION(UNIT: mm)

2 Mode A B c D E
. . TF308 |43.imax | 8.0max | 03 1.1 aMin
TF206 |&21max | 6.0max | 402 0.7 4Min
£ TF145 |¢15max | 50max | 02 0.5 4Min
| TF124 |¢12max | 4.6max | ©015 0.6 AMin
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