Interfacce termiche a base elastomerica
Silicon rubber insulating material for semiconductors

Gli isolatori a base elastomerica sono progettati per
garantire pulizia nel montaggio dei componenti grazie alla
loro flessibilita e alla assenza di grassi.

Questi materiali sono generalmente assai pil versatili di
mica, ceramiche o grassi.

I nostri elastomeri minimizzano la resistenza termica dal
case elettronico al dissipatore e allo stesso tempo lo isolano
elettricamente.

Sono disponibili diversi materiali per soddisfare le varie
esigenze tra cui fibra di vetro, film poliammidici e poliesteri.
Abitualmente sono costruiti con una base elastomerica
rivestita da un film di materiale conduttivo.

The elastomer insulators are designed in order to assure
cleaning while components are being assembled, thanks to
their flexibility and no-presence of grease. These materials are
usually for more versatile than mica, ceramic or grease.
Our elastomers minimize the thermal resistance from the
electronic case to the heat sink and, at the same time, insulate
it electrically.

Several materials are available to meet different
requirements; among them, fiber glass, polyamide and
polyester films.

As a rule, these are made of an elastomer base component
coated by a film of conductive material.

Caratteristiche principali dei prodotti utilizzati - Typical properties of supplied products

Tvpical Properties of Sil-Pad 900S

Property Imperial Value
Color Pink
Reinforcement Carrier Fiberglass
Thickness, (inch)/(mm) 0.009
Hardness, (Shore A) . 92
Elongation, (%45 to Warp & Fill) 20
Tensile Strength, (psi)/(Mpa) 1300
Continuous Use Temp., (°F)/(°C) -76 to 356

Metric Value Yest Method

Pink Visual
_Fiberglass %
0.229 ASTM D374
92 ASTM D2240
20 ASTM D412
9 ASTM D412
-60 to 180 o

Sil-Pad®900S

Electrical Imperial Value Metric Value Yest Method
Dielectric Breakdown Voltage, (VAC) 5509 5500 ASTM D149

Type 3 Electrodes 8300 8300 ASTM D149
Dielectric Constant, (1000 Hz) 6.0 6.0 ASTM D150
Volume Resistivity, (Ohm-meter) 10 1070 ASTM D257
Flame Rating 94 V-0 94 V-0 u.L.
Thermal Imperial Value Metric Value Yest Method
Thermal Conductivity, (W/m-K) 1.6 1.6 ASTM D5470
Thermal Impedance vs. Pressure

Pressure (psi) 10 25 50 100 200

T0-220 Thermal Performance, (°C/W) 3.96 3.41 2.90 2.53 2.32
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Grassi
Grease

I grassi sono usati per la loro economicita, facilita e

rapidita d'uso. Ne presentiamo alcuni tipi a disposizione, di
cui diamo dettaglio delle varie caratteristiche.
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Colore:

Color:

Materiale base:
Base material:
Densita a 20°C:
Density:

Campo temperature:
Temperature range:

Conduttivita termica:

Thermal conductivity:
Resistivita specifica:
Specific resistivity:
Isolamento:
Isolation:

Proprieta tipiche:
Typical property:
Confezione:
Packaging:

00002502

00002502
Bianco
White
Miscela di Fluidi Sintetici
Synthetic fluid
2,04 g/cm3
-100° / +130°C

0,9 W/mK

42 kV/mm
non siliconico

non siliconic
1 Kg
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Greases for electronic use are chosen because of their
cheapness, sometimes easiness and rapidity of utilization.
Here are some types available and relevant detailed
characteristics.

00002501

00002501
Grigio
Grey
Grasso minerale con ossidi metallici
Mineral grease with metal oxide
-40° / +150°C
0,7 W/mK
1014 Ohm-cm
Conduttore

" Conductor

1 Kg



